
  

 

Model DNVR-082H 

Operating System Embedded Linux 

Video/Auido 
input 

IP video input 8ch 

Two-way audio input 1ch, RCA (2.0Vp-p,1KΩ ) 

Network 

Input bandwidth 50Mbps 

Output bandwidth 80Mbps 

Remote connection 128 

Protocol D-max T, ONVIF etc

Language Multi Languages 

Video/Audio 
output 

Recording resolution 5MP,3MP,1080P,UXGA,720P,4CIF,CIF,QCIF 

Frame rate Main (50/60fps), Sub (50/60fps) 

HDMI/VGA output 1ch:1080P,1600x1200,1280x1024,1280x720 

Audio output 1ch, RCA (Linear,1KΩ ) 

Decoding 
Live view/ Playback 5MP,3MP,1080P,UXGA,720P,4CIF,CIF,QCIF 

Capability Play Back: 8ch@720P, 6ch@1080P 

HDD Max. 2 SATA(up to 4TBx2) 

P2P Available 

External 
interface 

Network interface 1 RJ-45 10/100/1000 Mbps 

USB interface 1x USB 2.0 & 1x USB 3.0 

Zoom Digital Live, Playback 

Search Speed 2x,4x,8x,16x 

Backup External USB 2.0, Network backup 

System Operation Remote Controller, Mouse 

Operation Temperature 0℃~40℃ 

Dimension 430mm(W) X 260.8mm(D) X 45mm(H) 

Weight 1.2Kg 

Power Consumption Max. 20W (W/O HDD) 

Power DC12V   50Hz/60Hz 

•8ch hardware NVR
•H.264 video & G.711 audio compression
•Up to 5megapixels resolution recording
•Enable P2P
•Dual Stream support
•HDMI and VGA output up to1920x1080P resolution
•Smartphone application for IPhone and Android phone
•Audio input (1ch)/ output (1ch)
•Digital Zoom (Live/playback)
•Support 2HDD (up to 4TBx2 capacity)
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DNVR-082H 

NVR 
8ch, P2P 

Unit: mm 


